
Heater

Wattage

Belt Width / Conveyor Length

Heater Width**

Power Requirements

Chamber (tunnel) Length

Cure Speed - Plastisol / Discharge 

Assembled Dimensions

16” x 16” (40.64 x 40.64 cm)

1,625 watts (1.625 kW)

18” (45.7cm) x 46” (1.17m)

16” (40.6cm)

120V, NEMA 5-15P, 12.5A

240V, NEMA 6-15P or Int’l plugs, 6.5A

18” (45.7cm)

110/hr** / 50/hr*

46” x 24” x 24” (119 x 61 x 61 cm)

D-100
16” x 20” (40.64 x 50.8 cm)

2,050 watts (2.05 kW)

26” (66cm) x 46” (1.17m)

20” (50.8cm)

120V, NEMA 5-20P, 16.5A

240V, NEMA 6-15P or Int’l plugs, 8.2A

18” (45.7cm)

110/hr** / 50/hr*

46” x 32” x 24” (119 x 81 x 61 cm)

D-1000

Features Options
SMART

	 ADJUSTABLE
	 FAST
	 PRECISE

VALUABLE
	 COMPACT

	 EXPANDABLE

Teflon coated fiberglass belt with tracking system
Speed, temperature, heater height and tilt
110+* shirts per hour with plastisol and 50+* with discharge
Powerful infrared heater with tight coil pattern and heat shields
 Best warranty, high quality, exceptional service
Total footprint is less than 8 sq.ft (2.44 sq.m) on the D-100 and 
about 10 sq.ft. (3 sq.m.) on the D-1000
Optional 10” (25.4 cm) conveyor extension for D-1000

S-100-1

Our dense coil pattern, heater shields 
and a 6.35 watt per sq-in infrared 

heater eliminates hot and cold spots.

For more compact shipping, 
the D-100 is partially assembled.

Optional factory assembly at 
additional charge.

* Production speeds are estimates and will vary depending on ink manufacturer, humidity of shop, and other variables.
** Recommended maximum image width = heater width minus 4” (10cm).

The S-100 is a sturdy, 
mobile stand with wheels.
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